
Quick Start Guide

USB-C Audio and Power InputUSB-C Battery Charging Input

LED for Battery Status

S/PDIF (Optical/Coaxial) Input

Single-Ended 3.5mm Analogue Line Input/OutputRCA Analogue Line Output

Single-Ended 4.4mm
Analogue Line Input/Balanced Output
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Analogue Line Output

DSD512     22MHz

Bit
Perfect98

44kHz

xMEMS

Battery

Output Frequency

1

2

3

45

6

7

8

9

Multi-Function Dial
ON/OFF

Volume Control

Input LED

Filter and DSD1024Audio Format LED (kHz)

S-Balanced 3.5mm Headphone Output

Input Selector/K2 Technology

Balanced 4.4mm and
Headphone Output

XSpace Matrix LED

XBass II and XPresence LED

Volume LED

S/PDIF (Optical/Coaxial) Input

USB-C Audio and Power Input

Single-Ended 3.5mm Analogue Line Input/Output

Single-Ended 4.4mm Analogue Line Input/Balanced Output

Input2

Input LED
USB
Bluetooth
S/PDIF (Coaxial/Optical)
Line (4.4mm/3.5mm)

Bluetooth Pairing

iFi Lossless Audio Pair

Bluetooth

Available Devices

Short press to select 
Bluetooth mode to enter 
pairing mode then select the 
music source on your device

1

Wireless Bluetooth (Pairing)

Wireless Bluetooth (Connected)
Wireless Bluetooth (Awaiting connection)

Power1 Multi-Function Dial

USB-C Battery Charging Input Long press 3 secs

LED for Battery Status

Short press 
to power on

80% - 100% 26% - 79% Charging

Output3

RCA Analogue Line Output

Single-Ended 3.5mm Analogue Line Output

Single-Ended 3.5mm Analogue Line Input/Output

Single-Ended 4.4mm Analogue Line Input/Balanced Output

S-Balanced 3.5mm Headphone Output

Balanced 4.4mm and Headphone Output



Input Selector/K2 Technology

Channel Selection4
Short press to selection channel 1

USB Line inOpticalBluetooth Coaxial

Filters6

DSD512 DSD1024
Long press for DSD Remastering 7

GTOBit–Perfect Apodising Transient Aligned Standard Minimum
s :6

Audio Format LED (kHz)
PCM 48/44.1kHz PCM 768/705.6/384/352.8/192/176.4/96/88.2kHz DSD 128/64 DSD 1024/512/256

Filter and DSD1024

Audio Modes5

XBass II and XPresence and Menu settings

Normal (0dB) Turbo (+8dB) Nitro (+16dB)

Short press to switches the XSpace Matrix 2

3

Long press to enter menu, use the Multi-Function Dial
to navigate

4 5Short press the button for XBass II and XPresence settings

Input Selector/K2 Technology

K2 Technology7
Long press for to cycle between K2 modes 8

Multi-Function Dial

Analogue Volume Control8

Volume LED

Short press the dial to mute/unmute

Mute Mute to 21 22 to 41 42 to 61 42 to 61 80 to 97 98 to 100

Turn the dial to control the volume 9

"K2 Technology" and "K2HD" are registered trademarks of JVCKENWOOD Corporation.

iEMatch Switch

iEMatch Switch9
iEMatch reduces the output level by 
-12dB, so that even the most sensitive 
In-Ear-Monitors (IEMs) can be 
matched to the iDSD Valkyrie.


